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(ii) Excursion limit. No miner shall be 
exposed at any time to airborne con-
centrations of asbestos in excess of 1 
fiber per cubic centimeter of air (f/cc) 
as averaged over a sampling period of 
30 minutes. 

(3) Measurement of airborne asbestos 
fiber concentration. Potential asbestos 
fiber concentration shall be determined 
by phase contrast microscopy (PCM) 
using the OSHA Reference Method in 
OSHA’s asbestos standard found in 29 
CFR 1910.1001, Appendix A, or a method 
at least equivalent to that method in 
identifying a potential asbestos expo-
sure exceeding the 0.1 f/cc full-shift 
limit or the 1 f/cc excursion limit. 
When PCM results indicate a potential 
exposure exceeding the 0.1 f/cc full- 
shift limit or the 1 f/cc excursion limit, 
samples shall be further analyzed using 
transmission electron microscopy ac-
cording to NIOSH Method 7402 or a 
method at least equivalent to that 
method. 

(c) Employees shall be withdrawn 
from areas where there is present an 
airborne contaminant given a ‘‘C’’ des-
ignation by the Conference and the 
concentration exceeds the threshold 
limit value listed for that contami-
nant. 

[50 FR 4054, Jan. 29, 1985, as amended at 60 
FR 35695, July 11, 1995; 71 FR 16667, Apr. 3, 
2006; 73 FR 11303, Feb. 29, 2008; 73 FR 66172, 
Nov. 7, 2008] 

§ 56.5002 Exposure monitoring. 
Dust, gas, mist, and fume surveys 

shall be conducted as frequently as 
necessary to determine the adequacy of 
control measures. 

§ 56.5005 Control of exposure to air-
borne contaminants. 

Control of employee exposure to 
harmful airborne contaminants shall 
be, insofar as feasible, by prevention of 
contamination, removal by exhaust 
ventilation, or by dilution with 
uncontaminated air. However, where 
accepted, engineering control measures 
have not been developed or when nec-
essary by the nature of work involved 
(for example, while establishing con-
trols or occasional entry into haz-
ardous atmospheres to perform mainte-
nance or investigation), employees 
may work for reasonable periods of 

time in concentrations of airborne con-
taminants exceeding permissible levels 
if they are protected by appropriate 
respiratory protective equipment. 
Whenever respiratory protective equip-
ment is used a program for selection, 
maintenance, training, fitting, super-
vision, cleaning, and use shall meet the 
following miminum requirements: 

(a) Respirators approved by NIOSH 
under 42 CFR part 84 which are applica-
ble and suitable for the purpose in-
tended shall be furnished and miners 
shall use the protective equipment in 
accordance with training and instruc-
tion. 

(b) A respirator program consistent 
with the requirements of ANSI Z88.2– 
1969, published by the American Na-
tional Standards Institute and entitled 
‘‘American National Standards Prac-
tices for Respiratory Protection ANSI 
Z88.2–1969,’’ approved August 11, 1969, 
which is hereby incorporated by ref-
erence and made a part hereof. This 
publication may be obtained from the 
American National Standards Insti-
tute, Inc., 25 W. 43rd Street, 4th Floor, 
New York, NY 10036; http:// 
www.ansi.org’’, or may be examined in 
any Metal and Nonmetal Mine Safety 
and Health District Office of the Mine 
Safety and Health Administration. 

(c) When respiratory protection is 
used in atmospheres immediately 
harmful to life, the presence of at least 
one other person with backup equip-
ment and rescue capability shall be re-
quired in the event of failure of the res-
piratory equipment. 

[50 FR 4054, Jan. 29, 1985, as amended at 60 
FR 30400, June 8, 1995; 60 FR 33723, June 29, 
1995; 60 FR 35695, July 11, 1995; 71 FR 16667, 
Apr. 3, 2006] 

§ 56.5006 Restricted use of chemicals. 
The following chemical substances 

shall not be used or stored except by 
competent persons under laboratory 
conditions approved by a nationally 
recognized agency acceptable to the 
Secretary. 

(a) Carbon tetrachloride. 
(b) Phenol, 
(c) 4-Nitrobiphenyl, 
(d) Alpha-naphthylamine, 
(e) 4,4-Methylene Bis (2- 

chloroaniline), 
(f) Methyl-chloromethyl ether, 
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